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[  ]   52.242-9P01  INSTALLATION OF MEDICAL AND LABORATORY INSTRUMENTATION (JAN 1992) DPSC

     Installation shall include electrical and mechanical interconnection between components of the system.  The contractor shall not be responsible for effecting the connection between power source and the control unit; but shall supervise the installation of this electrical line.  Contractor installation shall not include rigging, carpentry work, plumbing, conduit, wire in conduit, junction boxes, line switches, or fuses. The contractor shall be responsible for visiting the site of installation, surveying power requirements, and, in accordance with customary trade practices, providing the Chief of Medical Materiel Services (CMMS) at the hospital with complete layout plans, room preparation drawings and instructions within __________ calendar days after award of contract. Such instructions shall specifically indicate the point at which responsibility for utility connection will be assumed by the contractor and shall indicate that material which is to be goverment-furnished-contractor-installed.  It shall be the responsibility of the Government to comply with the furnished drawings and/or instructions to provide for the proper installation. In addition, the contractor shall advise the activity as to the selection of the power supply required to feed the system.  In all instances, when the system/equipment being procured or installed includes or will operate with other ancillary equipment, the contractor shall also furnish complete instructions and drawings which show interfacing of all system components.

[  ] 52.242-9P02  CONTRACTOR'S RESPONSIBILITY FOR SUPERVISION IN CONNECTION WITH INSTALLATION  (JAN 1992) DPSC

     (a)  The contractor shall provide well qualified field engineers or technicians to supervise the installation and all necessary tests.  Supervision of installation will be coordinated with the Chief of Medical Materiel Services (CMMS) at the hospital and shall commence within 10 days after receipt of "notice to proceed" from the CMMS. Once supervision of installation is started, it shall be continuous, 8 hours per day, coinciding with the regular working hours of the hospital. Compliance shall be manifest by the continuous presence of the engineers or technicians on the job site during the daily working period. Supervision of installation shall be continuous without interruption until all installation, and testing work has been completed.  The contractor shall furnish supervision for the physical movement of the equipment from the storage point at the final destination, to the area of installation and the uncrating of the equipment.

     (b)  The Government, at its option, may elect to require contractor supervision of installation, as described

herein, in lieu of installation as described by 52.242-9P01. Offerors shall indicate below the percent of discount offered on the installation costs for performing supervision as described herein in lieu of installation when equipment is to be installed at a hospital located within the 48 contiguous states.

         _______________________% of Discount
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