PHOTOLUMINESCENT EXIT SIGNS

Non Radioactive ¢+ Non Electrical ¢ Standard or Directional

LOW LEVEL POLY STYRENE EXIT MARKERS

MODEL # CE15.100XS
Specifications Contains no
Marker Size: 7" height Tritium !
13" width
1/8" depth single-face
1/4” depth double face
Letter size: 3/4" stroke with 6” height
Letter color: Red or Green
Background: Green illuminating s
Mounting: Surface, end or ceiling
Activation: 3-5 foot-candles ambient lighting
Directional: Optional field applied arrows
Life expectancy: Twenty-five years+ iz e
Construction: Self illuminating polystyrene laminate
Maintenance: None
Attributes: Non-electrical, non-radioactive, explosion proof,
Listing Reports: UnderwritersLaboratoriesListed Pursuant to Standard UL 1994.

Low Level Pathway & Low Level Exit Markings

California Statefire Marshal Listing #6210-1371:1 01

San Francisco Research Report and Product Approval # 10440ACT,
ICBO listing # 5101

NSN NSN

Model Number Description Red Letters Green Letters

Single Face Wall Mount

CE15.100XS-SW 6240-01-490-1789 |6240-01-490-5046

Polysterene

CE15.100xS-sc | >nde Face, Celingor Flag |10 61 490-1790 | 6240-01-490-5047
Mount, Polysterene

CE15.100XS-D Double Face, Ceiling or Flag | o 16 11_490-1796 | 6240-01-490-5049

Mount, Polysterene

Field Applied Arrows  NSN  6220-01-490-1833
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