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High Pressure Sodium Lamps (HPS)

Conversion HPS

Family Description Features
Energy saving retrofit for Saves roughly 10% of
Mercury and Metal Halide energy consumption by
systems simple lamp change out
175,250, 400 and 1000W Doubles light output over
Sunlux 24,000 hr. life Mercury lamp being

Ultra Ace' ™ EN

No ballast change, direct
replacement

All lamps meet EPA and
TCLP requirements as non-
hazardous waste

replaced

Built in FEC starter
protects the ballast

Non corrosive Nickel
base

Simplified lamp disposal

Sunlux
Power Ace X' EN

Maximum energy saving
retrofit for Mercury and
Metal Halide systems
175,250, 400 and 1000W
24,000 hr. life

No ballast change, direct
replacement

All lamps meet EPA and
TCLP requirements as non-
hazardous waste

Saves 25% of energy
consumption by simple
lamp change out
Increases light levels 50%
or more over Mercury
lamp being replaced
Built in FEC starter
protects the ballast
Improved color rendition
for HPS (32-35 CRI)
Non corrosive Nickel
base

Simplified lamp disposal
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Conversion HPS Lamps

Sunlux Ultra Ace™ EN
Energy saving retrofit for Mercury or Metal Halide systems

CoLo-
ANSI RATED
ITEm Lavp Burn INITIAL Mean R CRI BuLs BuLs Base FixTURE
Lavp DESIGNATION BaLasT LiFe NSN
No. WAaTTs @ PosiTion LuMENS LumeNns (=9 Teme | (RA) Tyre FiNisH TyrPE REQUIREMENTS
HRS
(K)
MocuL
62345 NH150CE/EN 150 H39 M57 | UNivERSAL 15,000 13,500 24,000 | 2100 | 25 BT28 CLEAR (E39) OpPEN/ENCLOSED
MocuL
62394 NH150FCE/EN 150 H39 M57 | UNIVERSAL 14,500 13,200 24,000 2100 25 BT28 DiFFUSED (E39) OPEN/ENCLOSED
MoguL OpPEN/ENCLOSED
62443 NH220CE/EN 220 H37 M58 | UniversaL | 25,000 22,500 24,000 | 2100 | 25 BT28 CLEAR

(E39)

MoguL OpPEN/ENCLOSED
(E39)

62492 NH220FCE/EN 220 H37 M58 | UNivERsAL 24,500 21,800 24,000 | 2100 | 25 BT28 | Dirrusen

MoguL OpPEN/ENCLOSED
(E39)

62541 NH360CE/EN 360 H33 M59 | UniversaL | 45,000 40,500 24,000 | 2100 | 26 BT37 CLEAR

MoguL OpPEN/ENCLOSED
(E39)

62590 NH360FCE/EN 360 H33 M59 | UniversaL | 43,000 38,700 24,000 | 2100 | 26 BT37 | Dirrusen

MoguL OpPEN/ENCLOSED
(E39)

62639 NH940BCE/EN 940 H36 M47 | UniversaL | 130,000 117,000 24,000 | 2100 | 26 BT56 CLEAR

MocuL
62688 NH940BFCE/EN 940 H36 M47 | UniversaL | 123,000 110,700 24,000 | 2100 26 BT56 DIFFUSED (E39) OPEN/ENCLOSED

(1) Operates on CWA, HR and R type ballasts
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Conversion HPS Lamps

Sunlux Power Ace X™ EN
Maximum energy saving retrofit for Mercury or Metal Halide
systems

Rated | Color FixiLre
ltem lamp | ANS Bun Initial Mean CR | Bub Bub Base
Lanp Desigretion Life | Tenp Requirenernts NSN
Na(2) Waits | Bdlast(2) | Rostion | Lurens | Lunems R | Type | Fnsh Type
s | ®

QpenEndosed
NP NHL35XEN 1% | HOM7 | Uhversal | 14150 12700 | 24000 | 2100| B | BIB | Cear N(;l

QpenEndosed
NP NHI35RXEN 135 | HOMG7 | Unversd | 14000 12500 | 24000 | 2200| 3B | BT | Diffused N(Ez)l

QpenEndosad
NP NHI85XEN 186 | H37VB3 | Universal [ 20000 18000 | 24000 | 2100| R | BB | Cear N(;j

QpenEndosed
NP NHI85RXEN 185 | H37VB8 | Unversd | 19600 17,00 | 24000 | 2100| 3 | B2 | Difiused N(Ez)l

QpenEndosad
NP NH300XEN 300 | HBME | Universal | 38000 34000 | 24000 | 2100| R | B137 | Qear N(;j

QpenEndosed
NP NH300RXEN 300 | HBMRO | Unvesa | 37,500 33600 | 24000 | 2100 R | BT37 | Diffused N(Ez)l

QpenEndosad
NP NH750BXEN 70 | HBM7 | Universal | 100000 | 90000 | 24000 | 2100| 36 | BTS6 | Cear N(Ez)j

QpenEndosed
NP | NH/ABRXEN | 7850 | HBM47 | Universd [ 99500 89400 | 24000 | 2100 36 | BIS6 | Diffused N(;l

(1) New Product listing
(2) NH135XEN and NH135FXEN can be used on R, HX, CWA type ballast for single lamps. All other

XEN lamp types must be used on CWA type only



