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A Four Channel Recording Data Logger in
Several Configurations:
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Electric Current Recorder
Temperature Recorder
Pulse Recorder
Ideal for any pulse initiating meters, such as gas, water, electric, steam, or

sewer. Use the UltraLite Logger™ for metering plant operations, indus-
trial facilities, commercial and residential buildings.

UltraLite Logger™ features include:
¢ Temperature, True-RMS Current, and Pulse recording
¢ 128K of memory (~30,000 records) or 512K (~120,000 records)
¢ Self-Powered, no cords to plug-in
* Remote downloading using the optional internal modem
*  Use for submetering, Time-Of-Use metering, or bill disaggregation

* Add an internal modem for automatic remote data collection

The UltraLite Logger™ comes with software, communication cable, and manual. Just add sensors. It is
currently available in five configurations and more are being added:

. “The UltraLite 1 T /3 P” 1 Channel of Temperature and 3 Channels of Pulse Counts.
. “The UltraLite 4 C” 4 Channels of True-RMS Current

. “The UltraLite 4 P” 4 Channels of Pulse counts

i “The UltraLite 4 VDC” 4 Channels of 0-10 Volts DC.

i “The UltraLite 4 mA” 4 Channels of 4-20 mA.

For additional information and availability contact the DSCP Lighting Team
1-800-DLA-BULB



