Compact Fluorescent Lamps

Philips Lighting Company

Earth Light® Compact Fluorescent Lamps

Philips Lighting’s Earth Light collection has been broadened and enhanced to fit the nuances of
specialized applications. Each lamp has been defined in a way which best suits their application and
helps guide users to the right lamp to meet their needs.
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Philips Lighting, Earth Light® Compact Fluorescent Lamps

Approx. Max Approx. Philips
Incand. MOL | Avg. Rated Rated Initial Part NSN
Watts | equiv. Description Footnote | (in) Life (hrs.) | Temp(°F) | Lumens CRI Number
FSC 6240
9 25 | Specialty SLS 9 5% | 10,000 140 430 82 | 220178 | (01-458-4294
1" 40 | Specialty SLS11 5’ | 10,000 140 600 82 | 220194 | 01-458-4297
15 | 60 | Universal SLS 15 4% | 10,000 140 900 82 | 220038 | 01-367-5732
20 | 60 | Universal SLS 20 5% | 10,000 140 1200 | 82 [ 220087 | 01-367-5733

23 90 | Universal SLS 23

6' | 10,000 140 | 1500 | 82 | 225581 | 01-367-5734

25 | 100 | Universal SLS 25

23 | 90 | Dimmable SLS/D 23

)
2) 6% | 10,000 | 140 | 1750 | 82 | 220005 | 01-458-4311
1)) | 6% | 10,000 | 140 | 1500 | 82 | 271155 | 01-458-4384

16 | 60 | Universal/RH SLS/RH 16

2) 5% | 10,000 140 900 82 | 223248 | 01-458-4387

23 | 90 | Universal/RH SLS/RH 23

6% | 10,000 | 140 | 1500 | 82 | 220137 | 01-458-4566

5

16 60 | Table Lamp SL/T 16

20 75 | Table Lamp SL/T 20

(
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(
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20 | 75 | Universa/RHSLS/IRH20 | (2) 6 | 10000 | 140 | 1200 | 82 |220129 | 01-458-4557
(
(
(

2)
3)(4) | 5/ | 7,000 100 900 82 | 220319 | 01-458-4570
3)(4) | 6% | 7,000 100 | 1200 | 82 | 220327 | 01-458-4571

17 | 60 | Outdoor SL/O 17 57 | 10,000 | 140 870 82 | 220236 | 01-458-4576
18 | 75 | Outdoor SL/O 18 7%, | 10,000 140 | 1100 | 82 | 220251 | 01-458-4581
17 | 75 Bug—A—VVay® SL/O 17 BAW 57 | 10,000 | 140 870 | NA | 223198 | 01-458-4587
15 | 75 | Decor Globe SLS/G40 15 6% | 10,000 140 750 82 | 261644 | 01-458-4592
15 | 50 | Flood SLS/R30 15 6 8,000 140 500 82 | 220350 | 01-458-4596
15 | 60 | Flood SLS/R40 15 6’ | 8000 140 625 82 | 220376 | 01458-4598
20 | 60 | Flood SLS/R30 20 6 8,000 140 575 82 | 220384 | 01-458-4601
20 | 75 | Flood SLS/R40 20 6’ | 8,000 140 825 82 | 220392 | 01-458-4608

All lamps contain integral electronic ballasts and medium (E26) screw bases. These products are UL listed. Do not use where
directly exposed to water. Outdoor use requires a weather-protected or enclosed fixture. These products comply with part 18
of the FCC rules. These products may cause interference with AM radios, cordless telephones, and remote control devices.
Interference may be caused after a brief 90-second lamp warm-up period. If interference continues, relocate the lamp away
from the device or plug into a different outlet. All lamps are electronically ballasted and designed for 120-volt operation.
Lamps operated in extreme environments (high temperature lighting fixtures with elevated line voltage) will have reduced
life.

Except for lamps marked Dimmable: Do not use with dimmers. Before using with electronic timing or photocell devices,
check to determine whether the device is compatible with electronic compact fluorescent lamps.

Notes:

(1) Average rated life is 7,000 hours when used in a recessed can or enclosed fixture.

(2) Not recommended for use in recessed cans or enclosed fixtures.

(3) Do not use in recessed cans or enclosed fixtures.

(4) Do not use outdoors.

(5) Earth Light Dimmable is designed for use with dimmers, photocells, and switching devices marked “incandescent only™.
Earth Light Dimmable may not work with some electronic or illuminated dimmers, timers, or photocells.
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