FIXTURES
INDUSTRIAL

The compact size and efficient optical performance of the
Compact Low Bay make it an ideal choice for low to medium
mounting heights. It is ideal for many typical industrial
applications, as well as for commercial and retail sites.

Compact Low Bay C Series

C Series
Catalog Number Catalog Mumber
Wattage Slide Splice Box NSN ’ NSN r
PAA Cord & Plug Mount .Fhl.lﬂll'blurq
(HeP) 16 109, o B
|59NL'_"_L
200W MH c1620-27 €2620-27
—*——;---—‘--,_!fG'IJ-IEFﬁ
N )
200W MH C1620-M €2620-(*) L] 4“:'.
250W MH C1625-27 C2625-27 =
isr
250W MH C1625-M €C2625-(*) L 187
320W MH C1632-27 C2632-27 1
-
320W MH C1632-M C2632-(*) a0
165" dia.—=] T
350W MH C1635-27 €2635-27
350W MH C1635-M C2635-(*)
400W M H c1640-27 €C2640-27
400wW MH C1640-M C2640-(*)
450W MH f C1645-27 C2645-27
450W MH t C1645-M C2645-(*)
(*) For Hook, Cord and Plug Mount - Specify ballast voltage (120V, 277V, 208V, 240V,)
using the following code attime of order ( 1, 2, 3, 4 )
Low Profile Mount with SSB substitute AR4 catalog number prefix
Low Profile Mount with HCP substitute AR5 catalog number prefix
[} G
A larger diameter reflector and lens disperse light over a
greater surface area and reduce fixture brightness. The Low
Bay provides efficient, symmetric light distribution for —
warehouses, aisle lighting and applications where high
illumination levels are required.
Low Bay CJ Series
N
s b =
Catalog Num ber CEM“‘UQ‘NH""‘:'”
Wattage Slide Splice Box NSN . du&”"“ ”:4' . NSN
S of v n
(HCP)
200w MH C€Cl11620-27 C€Cl2620-27
200W MH CJ1620-M C12620-(%) 1 L L
250W MH C€C11625-27 C€Cl2625-27
250W MH Cl1625-M €C12625-(*)
Daliast Mousng
320w MH c11632-27 c12632-27 G0 10 DEW
1558 ™
320W MH CJ11632-M €12632-(*) -I= [F k' HOR|
il ! f
350W MH CJl1635-27 CJl2635-27 iy
18 057
350W MH CJ1635-M Cl2635-(*) Has 4°
400W MH CJ1640-27 Cl2640-27 -T
400W MH C11640-M CI12640-(*) F 220 a2
MmE
450W MH T CJl1645-27 Cl2645-27
450W MH t €J11645-M C12645-(%)
(*) For Hook, Cord and Plug Mount - Specify ballast voltage (120V, 277V, 208V, 240V,)
using the following code attime of order ( 1, 2, 3, 4 )
Low Profile Mount with SSB substitute AR4 catalog number prefix
Low Profile Mount with HCP substitute ARS5 catalog number prefix
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Series C & CJ Options

Options: (Factory Installed)

Description
(a) Specify ballast voltage: (see Voltage Key) Change (a)
suffix to

Reactor (277V) 27
CWA 480V 5
SSB -Quad -volt CWA (120V, 208V, 240V & 277V) M
TRI-volt CWA (Canada 120V, 277V & 347V) T
HCP-CWA (120V, 208V, 240V & 277V) 1,3,40r2
CWA (Canada 120V, 277V & 347V) 1,20r6

Note: Ballast types with and M or T suffix are factory set at highest voltage

(b) Specify other options Change (a) Change (b)
suffix to suffix to
Single Fuse (CWA 120V, 277V or 347V) 1,2,6 or 27 F
(Reactor 277V)
Dual Fuse (208V, 240V or 480V) 3,40r5
Ballast Noise Suppressor (35°C ambient maximum for250W - 400W)
2 Level (Contact Disc Lighting Team for availability)
Quartz Standby (includes 100W Q lamp) (CWA only)
Optical Chamber Air Filter
Stainless Steel Hardware Package
NOTE: For HCP Mount only; not available for Low Profile HCP Mount

2T

O WO

Polycarbonate Drop Prismatic Lens - Series “C" only v

Accessories: (Field-installed)

Description Catalog Number NSN

Double Mount Box (SSB mount only) DMB-22

Power Hook (HCP mount only) PH-(a)

(a) Specify ballast voltage (120V, 277V, 208V, 240V, 480V or 347V) (1, 2, 3, 4, 5 or 6)

Wire Guard (for fixtures without lens enclosure) WG-AP

Wire Guard with Relamp Hole WG-AP/OC

(for fixtures without lens enclosures)

Receptacle Locking-type L5-15R (120V)
L6-15R (240, 280V)
L7-15R (277V)
L37*20R (347V)
L8-20R (480V)

Safety Chain with Lap Link (5) SC-5

[ Petite Lamp (ED-28 mogul base) T Consult DISC Lighting Team for 450W availability
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