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Lamp Technology

Philips Lighting Company

T12 ALTO® Low Mercury Linear
Fluorescent Lamps

Lamp Specifications

Watts LT?/?S Base r\T:r:iE:r Ordering Code Color/CRI L‘z;:ﬁj)th A\Ea.rsL)ife LILJnr::'Ins NSN
20 Pre-neat | Med: B 3000K/53 24 9000 1250
4100K/62 24 9000 1200
6500K/79 24 9000 1075
25 Rapid | Med. Bi- 4100K/62 36 18,000 1950
30 Rapid | Med. Bi- 4100K/62 36 18,000 2250
34 Rapid | Med. Bi- 3000K/85 48 20,000 2900
3500K/85 48 20,000 2900
4100K/85 48 20,000 2900
5000K/85 48 20,000 2880
6500K/84 48 20,000 2025
3000K/70 48 20,000 2800
3500K/73 48 20,000 2800
4100K/70 48 20,000 2800
3000K/53 48 20,000 2700
4100K/62 48 20,000 2650
4200K/51 48 20,000 2750
40 Rapid | Med. Bi- 3000K/85 48 20,000 3300
3500K/85 48 20,000 3300
4100K/85 48 20,000 3300
5000K/85 48 20,000 3280
3000K/70 48 20,000 3200
3500K/73 48 20,000 3200
4100K/70 48 20,000 3200
60 Slimiine | Single 4100K/62 9 12,000 5400
95 JHigh Rec. 4100K/62 9 12,000 8000

] Features ALTO® Lamp Technology

*ALTO® lamps pass the Federal TCLP test and are classified as non-hazardous waste under the Federal Universal Waste Rule (UWR). Consult your
local authorities for proper waste disposal requirements.
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