I PAI

Philips Lighting Company

T8 Rapid Start Fluorescent Lamps
Featuring HI-VISION™ Phosphor

Lamp Specifications

Alto

Lamp Technology

Philips

Watts Base Number

Ordering Code

17 Med. Bi-Pin

25 Med. Bi-Pin

32 Med. Bi-Pin

U-Bent Rapid Start
32 Med. Bi-Pin

Color/CRI L‘(airr‘f)th A"e’(ﬁ?s) Life Lm‘;: . NSN
3000K/86 | 24 20,000 1400
3500K/86 | 24 20,000 1400
4100K/86 | 24 20,000 1400
3000K/78 | 24 20,000 1325
3500K/78 | 24 20,000 1325
4100K/78 | 24 20,000 1325
3000K/86 | 36 20,000 2225
3500K/86 | 36 20,000 2225
4100K/86 | 36 20,000 2225
3000K/78 | 36 20,000 2125
3500K/78 | 36 20,000 2125
4100K/78 | 36 20,000 2125
3000K/86 | 48 20,000 2050
3500K/86 | 48 20,000 2950
4100K/86 | 48 20,000 2050
5000K/86 | 48 20,000 2050
3000K/78 | 48 20,000 2850
3500K/78 | 48 20,000 2850
4100K/78 | 48 20,000 2850
5000K/78 | 48 20,000 2750
3000K/86 | 22.438 | 20,000 2800
3500K/86 | 22.438 | 20,000 2800
4100K/86 | 22.438 | 20,000 2800
5000K/86 | 22.438 | 20,000 2750
3000K/78 | 22.438 | 20,000 2650
3500K/78 | 22.438 | 20,000 2650
4100K/78 | 22.438 | 20,000 2650
5000K/78 | 22.438 | 20,000 2600

] Features ALTO® Lamp Technology

*ALTO® lamps pass the Federal TCLP test and are classified as non-hazardous waste under the Federal Universal Waste Rule

(UWR). Consult your local authorities for proper waste disposal requirements.
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