Compact Fluorescent Lamps

DECO MINI SERIES LAMPS

TCP's New Deco Mini Series designs, combing a decorative
look with the advanced energy savings of compact fluores-
cent. The miniature lamp technology offers a small ballast
design that fits most popular fixlures. These lamps are
availablz in all popular stylas including A-bulbs, Torpedos
Globes and Floods. All of these lamps are covered by

TCP's Limited Warranty.
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Incandesoarnt Bellagt Type/ I Diameter - Toe _
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Compaisn Cdors/CRI Curat Digortion
A-type Lamps Eledronic NPF HTHD , 120 vdts Average Lamp Life 10000 Hours
mw | 7 0 Baroiczook, | 3 | 50 | 23® | 300 | >m0 | <150% N/A NA
ms | B &0 R % | 55 | 23 | =0 | >0 | <w50% N/A NA
Torpedo Lamps Eledronic NPF HTHD , 120 vdts Average Lamp Life 10000 Hours
10703 3 15 06 425 16 140 >50 <150% N/A NA
10703C 3 15 Bledraric, Z700°K, 06 425 16 140 >50 <150% N/A NA
wor | 7 D R B | as| 16| 30| >2 [ <ws0% N/A NA
10707C 7 0 13 425 16 300 >50 <150% N/A NA
G-TypeLampsEledronic NPFHTHD , 120 vats Average Lamp Life 10000 Hours
1G2008 3 15 06 425 250 140 >50 <150% N/A NA
1G2003C 3 15 06 425 250 140 >50 <150% N/A NA
1GX07 | 7 D Eam(;; ZWK’ 13 475 312 300 >50 | <150% N/A N/A
1GX0C | 7 0 13 475 312 300 >50 <150% N/A NA
1G2513 3 60 2% 550 312 560 >50 <150% N/A NA
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Compact Fluorescent Lamps
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Number Comparison /Colors/CRI | Current (inches) Factor Distortion Lamp Range
R-type Lamps Electronic NPF HTHD , 120 volts Average Lamp Life 10,000 Hours
1R2007 7 30 4125 250 >50 <150% N/A NA
1R2007C 7 30 Electronic, 4125 250 >50 <150% N/A NA
2700°K, CRI 84
1R2013 13 60 500 25 >50 <150% N/A NA
Daco Serles Lamps
Technical Information
Specifications {at full brightness):
Ballast Typa Electronic
Starting Method —----—ememeeemeeeeee Modified Rapid Start
*Input Ling VORagE -——-ee—scmeeee 120 VG
Input Line Frequancy -—-—----—-——- G0 HZ
Lamp Lifa (ratad) —-—---oeemeee 10,000
Color Temperatura — emneeee 2 T} degrees Kelvin
Color Rendaring Indax —---——-— B4

Minimum Starting Tempearature ——- -20 Dagreas F
Maximum Cparating Temperature - 160 Dagrees F
Efficiency/Lumeans per Watt ——-—— >80

Adapter Screw-in Base Typa —--—- Edison E-26

ULSC UL, Listed - YES

FCC Compliance —-—e-—c—eeeeeeew Part 18, Subpart C
Lamp Operating Frequency --—--—--— 45 KHZ

Lamp Current Crast Factor ----—-—- <160

Maximum Cpen Circuit Voltage --- 600 V
End Of Life Protection -— - YES
“Awvailable in 127 ¥V, 220V, 230V, 240 V, - Special Ordar.
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