Compact Fuorescent

Basic Features: 120V, 60 Hz
High (>0.90) or Mid (>0.50) Power Factor Design
Color Temp: 2700K (NSN Ligting) for 4100 or 6500K NSN’s Contact DSCP
CRI - 80
Rated Life for al lamps is up to 10,000 hours
Minimum Starting Temp: -20 °F

UL, cUL Lised
Sprial
MAX. MAX.
LAMP APROX.
DESCRIPTION ORDER WATTAGE POWER LUMENS OVERALL | OVERALL NSN ENERGY
FACTOR LENGTH WIDTH STAR
CODE OUTPUT h h
(inch) (inch)
SP 15S 15 > 0.90 900 5.25 2.30 6240-01-481-6298 YES
SP 20S 20 > 0.90 1200 5.10 2.36 6240-01-481-6304 YES
SP 23S 23 > 0.90 1380 5.74 2.36 6240-01-481-6307 YES
SP 15SL 15 > 0.50 900 5.25 2.30 6240-01-481-6310 YES
SP 20SL 20 > 0.50 1200 5.10 2.36 6240-01-481-6472 YES
SP 23SL 23 > 0.50 1380 5.74 2.36 6240-01-481-6474 YES
SP 26S 26 > 0.90 1560 6.00 2.65 6240-01-481-6475
SP 30S 30 > 0.90 1800 6.25 2.62 6240-01-481-6476
SP 26SL 26 > 0.50 1560 6.00 2.62 6240-01-481-6478 YES
SP 30SL 30 > 0.50 1800 6.25 2.62 6240-01-481-6479 YES
Mini Sprial
MAX. MAX.
LAMP APROX.
POWER OVERALL |OVERALL NSN ENERGY
DESCRIPTION ORDER WATTAGE LUMENS
CODE FACTOR OUTPUT LENGTH WIDTH STAR
(inch) (inch)
SP 7SL 7 > 0.50 400 4.37 1.65 6240-01-481-6481
= SP 9SL 9 > 0.50 500 4.60 1.65 6240-01-481-6482
SP 11SL 11 > 0.50 600 4.75 1.65 6240-01-481-6484 YES
E14/12 Base is available. Contact DSCP Lighting Team for availability. 1-800-DLA-BULB
Dimming Sprial
MAX. MAX.
LAMP APROX.
POWER OVERALL | OVERALL NSN ENERGY
DESCRIPTION %%DDES WATTAGE | EaAcTOR P EG‘TS LENGTH | WIDTH STAR
(inch) (inch)
SP 20SD 20 > 0.90 1200 5.70 2.36 6240-01-481-6487
SP 15SD 15 > 0.90 900 5.70 2.36 6240-01-481-6491
SP 11SD 11 > 0.90 600 4.75 2.36 6240-01-481-6493




